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0
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0
0
7
年
　
1
0
月
　
初
版

は
じ
め
に

こ
の
た
び
は
、
本
製
品
を
お
買
い
上
げ
い
た
だ
き
、
あ
り
が
と
う
ご
ざ
い
ま
す
。

N
8
1
2
0
-1
0
3
 LC
D
背
面
取
付
位
置
調
整
板
は
、
U
-S
tation（

U
S
1
1
0）（
以
下「
本
体
装
置
」と
呼

ぶ
）で
使
用
す
る
取
り
付
け
用
部
品
で
す
。

本
製
品
の
取
り
付
け
・
取
り
外
し
を
行
う
前
に
、
本
書
お
よ
び
取
り
付
け
る
本
体
装
置
の
ユ
ー
ザ
ー

ズ
ガ
イ
ド
を
よ
く
読
ん
で
か
ら
作
業
を
行
っ
て
く
だ
さ
い
。
な
お
、
本
書
は
大
切
に
保
管
し
て
く

だ
さ
い
。

ス
テ
ッ
プ
3
取
り
付
け
手
順

1
LC
D
背
面
取
付
位
置
調
整
板（
以
下「
調
整
板
」と
呼
ぶ
）を
ネ
ジ
で
LC
D
背
面
に
固
定
す
る
。

下
図
の
よ
う
に
LC
D
背
面
に
あ
る
取
り
付
け
穴
を
利
用
し
て
、
調
整
板
を
LC
D
背
面
に

ネ
ジ
4
本
で
固
定
し
て
く
だ
さ
い
。

ス
テ
ッ
プ
1
梱
包
品
の
確
認

梱
包
箱
に
は
以
下
の
も
の
が
入
っ
て
い
ま
す
。

1
す
べ
て
の
ア
プ
リ
ケ
ー
シ
ョ
ン
を
終
了
し
て
、
シ
ス
テ
ム
を
終
了
す
る
。

2
本
体
装
置
の
電
源
を
O
FFに

し
て
、
電
源
コ
ー
ド
を
取
り
外
す
。

本
体
装
置
の
電
源
を
必
ず
O
F
F
に
し
て
電
源
コ
ー
ド
を
取
り
外
し
て
く
だ
さ

い
。
た
と
え
電
源
を
O
F
F
に
し
て
い
て
も
、
電
源
コ
ー
ド
を
接
続
し
た
ま
ま

本
体
装
置
内
部
の
部
品
に
触
れ
る
と
感
電
す
る
お
そ
れ
が
あ
り
ま
す
。

ま
た
、
濡
れ
た
手
で
電
源
コ
ー
ド
を
抜
か
な
い
で
く
だ
さ
い
。
感
電
す
る

お
そ
れ
が
あ
り
ま
す
。

3
ケ
ー
ブ
ル
を
接
続
し
て
い
る
場
合
は
、
本
体
装
置
か
ら
す
べ
て
の
ケ
ー
ブ
ル
を
取
り
外
す
。

ス
テ
ッ
プ
2
取
り
付
け
の
準
備

警
告
�

　
安
全
上
の
ご
注
意

本
製
品
を
取
り
扱
う
前
に
本
書
の
内
容
を
よ
く
読
み
、
指
示
に
従
っ
て
く
だ
さ
い
。

ま
た
、
本
製
品
を
取
り
付
け
る
前
に
、
本
体
装
置
に
添
付
の『
ユ
ー
ザ
ー
ズ
ガ
イ
ド
』に

記
載
さ
れ
て
い
る
注
意
事
項
も
参
照
し
て
く
だ
さ
い
。（
な
お
、
組
み
立
て
作
業
は
必
ず

本
体
装
置
の
電
源
プ
ラ
グ
を
抜
い
た
状
態
で
行
っ
て
く
だ
さ
い
。
）

本
書
お
よ
び『
ユ
ー
ザ
ー
ズ
ガ
イ
ド
』に
記
載
さ
れ
て
い
る
注
意
事
項
を
無
視
し
た
取
り
扱
い

を
行
う
と
装
置
や
周
辺
の
家
財
に
損
害
を
与
え
る
ば
か
り
で
な
く
、
感
電
や
け
が
、
火
傷
を

す
る
お
そ
れ
が
あ
り
ま
す
。

<
警
告
表
示
に
つ
い
て
>

人
が
死
亡
す
る
、
ま
た
は
重
傷
を
負
う
お
そ
れ
が
あ
る
こ
と
を
示
し
ま
す
。

警
告
�

取
り
付
け
・
取
り
扱
い
の
手
引
き

LC
D
背
面
取
付
位
置
調
整
板

ネ
ジ（
4本
）

2
2
つ
の
縦
置
き
・
LC
D
背
面
ブ
ラ
ケ
ッ
ト（
以
下「
ブ
ラ
ケ
ッ
ト
」と
呼
ぶ
）を
ネ
ジ
で
調
整

板
に
固
定
す
る
。

下
図
の
よ
う
に
、
調
整
板
に
は
ブ
ラ
ケ
ッ
ト
の
取
り
付
け
穴
が
そ
れ
ぞ
れ
4
つ
ず
つ
あ
る

の
で
、
取
り
付
け
た
い
位
置
を
選
ん
で
、
そ
の
取
り
付
け
穴
に
2
つ
の
ブ
ラ
ケ
ッ
ト
を

ネ
ジ
2
本
ず
つ
で
固
定
し
て
く
だ
さ
い
。

3
ブ
ラ
ケ
ッ
ト
に
本
体
装
置
を
固
定
す
る
。

下
図
の
よ
う
に
本
体
装
置
背
面
側
が
下
に
な
る
よ
う
に
し
た
状
態
で
、
本
体
装
置
側
面

の
く
ぼ
み
に
ブ
ラ
ケ
ッ
ト
の
フ
ッ
ク
を
引
っ
か
け
て
固
定
し
、
反
対
側
の
本
体
装
置
側

面
も
ブ
ラ
ケ
ッ
ト
の
フ
ッ
ク
に
は
ま
る
よ
う
に
押
し
込
ん
で
固
定
し
て
く
だ
さ
い
。

4
ケ
ー
ブ
ル
類
を
固
定
す
る
た
め
の
リ
ピ
ー
ト
タ
イ（
2
個
）を
調
整
板
に
取
り
付
け
る
。

L
C
D
背
面
に
本
体
装
置
を
設
置
す
る
際
、
N
8
1
2
0
-1
0
2
縦
置
き
・
L
C
D
背
面

ブ
ラ
ケ
ッ
ト
が
必
要
で
す
。
あ
ら
か
じ
め
、
N
8
1
2
0
-1
0
2
縦
置
き
・
L
C
D
背
面

ブ
ラ
ケ
ッ
ト
も
ご
購
入
く
だ
さ
い
。

調
整
板

ブ
ラ
ケ
ッ
ト

＜
右
上
に
お
進
み
く
だ
さ
い
＞

本
体
装
置
背
面
側

リ
ピ
ー
ト
タ
イ

ス
テ
ッ
プ
2
取
り
付
け
の
準
備


 N
E
C
 C
o
rp
o
ra
tio
n
 2
0
0
7
　
N
E
C
の
許
可
な
く
複
製
・
改
変
な
ど
を
行
う
こ
と
は
で
き
ま
せ
ん
。

取
り
外
し
手
順

1
す
べ
て
の
ア
プ
リ
ケ
ー
シ
ョ
ン
を
終
了
し
て
、
シ
ス
テ
ム
を
終
了
す
る
。

2
本
体
装
置
の
電
源
を
O
FFに

し
て
、
電
源
コ
ー
ド
を
取
り
外
す
。

3
本
体
装
置
の
ケ
ー
ブ
ル
を
取
り
外
す
。

リ
ピ
ー
ト
タ
イ
を
外
し
て
、
す
べ
て
の
ケ
ー
ブ
ル
を
外
し
て
く
だ
さ
い
。

4
本
体
装
置
を
ペ
デ
ス
ト
ー
ル
か
ら
取
り
外
す
。

第
三
者
へ
の
譲
渡
に
つ
い
て

本
製
品
ま
た
は
本
製
品
に
添
付
さ
れ
て
い
る
も
の
を
第
三
者
に
譲
渡（
ま
た
は
売
却
）す
る
と
き
は
、

本
製
品
に
添
付
さ
れ
て
い
る
説
明
書
一
式
を
一
緒
に
お
渡
し
く
だ
さ
い
。

本
製
品
の
廃
棄
に
つ
い
て

本
製
品
の
廃
棄
に
つ
い
て
は
、
各
自
治
体
の
廃
棄
ル
ー
ル
に
従
っ
て
く
だ
さ
い
。

5
本
体
装
置
に
接
続
さ
れ
る
ケ
ー
ブ
ル
類
を
リ
ピ
ー
ト
タ
イ
で
固
定
す
る
。



N
8

1
2

0
-1

0
3

L
C

D
 M

o
u

n
t A

d
ju

ste
r O

p
tio

n
In

sta
lla

tio
n

 a
n

d
 H

a
n

d
lin

g
 G

u
id

e

856-122303-103-00
First E

dition, O
ctober 2007

Preface
C

ongratulations for your purchase of our product.
N

8120-103 LC
D

 m
ount adjuster option is used for installation of U

S
110.

B
efore installing or rem

oving the product, read thoroughly this guide and the
U

ser's G
uide of the U

S
110. Keep this guide in a safe place for future use.

 Safety Precautions

Follow
 instructions given in this guide for proper operations and safe use of the

product.
S

ee also "N
otes on S

afety" described in the "U
S

110 U
ser's G

uide" that com
es

w
ith your U

S
110 before installing the product. B

e sure to unplug the pow
er

cord of the U
S

110 before starting installation.
O

bserve instructions given in this guide and the "U
S

110 U
ser's G

uide" to use
the U

S110 safely. Failure to follow
 these instructions m

ay cause a fire,
personal injury, or property dam

age.

<S
afety Indication>

W
A

R
N

IN
G

Indicates the presence of a hazard that m
ay result in death

or serious personal injury.

Step 1  C
hecking C

om
ponents

The shipping carton contains the follow
ing com

ponents.

To install the U
S

110 to the rear of LC
D

 unit, you need to prepare

N
8120-102 D

esk/LC
D

 M
ount kit.

Step 2  B
efore Starting Installation

1. 
Q

uit all the application program
s and shutdow

n the system
.

2. 
P

ow
er off the U

S
110, and unplug the pow

er cord.
W

A
R

N
IN

G
B

e sure to pow
er of the U

S110 and unplug the pow
er cord. If the U

S
110

is off-pow
ered but its pow

er cord is plugged to a pow
er source, touching

an internal com
ponent m

ay cause an electric shock.
D

o not disconnect the pow
er cord w

hile your hands are w
et. D

oing so
m

ay cause an electric shock.

3. 
D

isconnect all the cables from
 the U

S
110.

Step 3  Installation Procedures

1. 
Fix the LC

D
 m

ount adjuster option to the rear of the LC
D

 unit w
ith

screw
s.

A
s show

n in the figure below, use the four screw
s to fix the LC

D
 m

ount
adjuster option to the rear of the LC

D
 unit.

2. 
U

se the tw
o N

8120-102 D
esk/LC

D
 M

ount K
it (called "bracket" hereafter),

secure it to the LC
D

 m
ount adjuster option w

ith four screw
s.

A
s show

n in the figure below, four screw
 holes are provided for each

bracket. S
elect the appropriate position, and secure the brackets w

ith
tw

o screw
s each.

3. 
Fix the U

S110 to the bracket.
P

lace the U
S

110 so that its rear panel faces dow
nw

ard, as show
n in the

figure below. E
ngage the hook of the bracket w

ith cavity at either side of
the U

S110, then engage another hook w
ith the cavity at another side.

P
ush the U

S
110 until it is fixed.

4. 
A

ttach the tw
o tie w

raps for securing cables to the LC
D

 m
ount adjuster

option.

5. 
S

ecure cables to be connected to the U
S

110 w
ith tie w

raps.

R
em

oval Procedures
1. 

Q
uit all the application program

s and shutdow
n the system

.
2. 

P
ow

er off the U
S

110, and unplug the pow
er cord.

3. 
D

isconnect cables from
 the U

S
110.

R
em

ove the tie w
raps and disconnect all the cables.

4. 
R

em
ove the U

S
110 from

 the pedestal.

Transfer to Third Party
W

hen you transfer or sell this product to a third party, include all the
attachm

ents including this guide.

D
isposal

D
ispose of the product according to all national law

s and regulations.
©

N
E

C
 C

orporation 2007
N

o part of this m
anual m

ay be reproduced in any form
 w

ithout the prior w
ritten perm

ission of
N

E
C

 C
orporation.

B
rackets

LC
D

 m
ount adjuster option

R
ear face of U

S
110

Tie w
raps

LC
D

 m
ount adjuster option

Installation and H
andling G

uide
S

crew
s (4 pcs.)
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